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Optional accessories

LZ57600 cleanAir Recirculation Kit

LZ56200 CleanAir active carbon filter spare part
LZ53850 Recirculating kit

LZ53451 Active carbon filter

1712530 Extension for mounting kit 1000 mm
LZ12510 Extension for mounting kit 500 mm
1212410 Adapter for roof inclination front/back
1712385 Chimney extension 1600 mm
1212310 Adapter for roof inclination left/right
1212285 Chimney extension 1100 mm
LZOOXXPOO CleanAir act.carbon filter regenerative

Manufactured by <BSH Legal Name> under Trademark License of Siemens AG

113

SIEMENS

The powerful island hood convinces with'a high extraction rate

and an outstanding design.

v Impressive extraction rate (867 m3/h) for efficient odour and steam
removal.

v The power level and the light of your hood can be adjusted by your
cooktop with the cookConnect system or via the Home Connect
App.

v The hood adapts the power level automatically thanks to the
climateControl sensor matching the amount of steam and odours.

v LED light: Optimal visibility and atmosphere when cooking.

v Extremely quiet when being used (54 db(A)).

Technical Data

Color chimney : Stainless steel

Typology : Chimney

Approval certificates : CE, Eurasian, VDE

Length electrical supply cord (cm) : 130

Height of the chimney (mm) : 698-878/698-998

Height of product, without chimney (mm) : 46

Net weight (kg) : 32.107

Type of control : Electronic

Number of speed settings : 3-stage + 2 intensive

Maximum output air extraction (m3/h) : 445

Boost position output recirculating (m3/h) : 391

Maximum output recirculating air (m3/h) : 313

Boost position air extraction (m3/h) : 867

Number of lights : 4

Noise level (dB) : 54

Diameter of air outlet (mm) : 150/ 120

Grease filter material : Washable stainless steel

Odour filter : No

Operating Mode : Convertible

Delay Shut off modes : 10M

Optional accessories : LZOOXXPOO, LZ12285, LZ12310, LZ12385,
LZ12410, LZ12510, LZ12530, LZ53451, LZ53850, LZ56200, LZ57600
Type of lamps used : LED

Grease filter type : Kassette

Connection Rating (W) : 166

Current (A) : 10

Voltage (V) : 220-240

Frequency (Hz) : 50; 60

Plug type : Gardy plug w/ earthing

Installation typology : Island

Material body : Stainless steel

Approval certificates : CE, Eurasian, VDE

Plug type : Gardy plug w/ earthing

Dimensions of the product, with chimney (if exists) (in) : / x x
Dimensions of the packed product (in) : 33.07 x 24.01 x 40.94
Net weight (Ibs) : 71

Gross weight (Ibs) : 90

Motor location : Integrated motor in hood chimney

No-return airflow flap : Yes

Length electrical supply cord (cm) : 130

Dimensions of the product, with chimney (if exists) (mm) : 744-1044 x
898 x 600

Dimensions of the packed product (HxWxD) (mm) : 840 x 610 x 1040

Net weight (kg) : 32.107

Gross weight (kg) : 41.0
2003832141

1 Mesogis Avenue 8280, Paphos, Cyprus Tel: +357 26222444 Fax: +35726933677
URL: httpp://www.cmcelectric.com Email: info@cmcelectric.com



CMC

a1t
®
ELECTRIC
iQ500

LF98BIT50

LF98BIT50 stainless steel
Island chimney hood
Box design

e Energy Efficiency Class: A+ (at a range of energy efficiency classes
from A++ to E)

¢ Average Energy Consumption: 31.6 kWh/year

o Blower Efficiency Class: A*

e Lighting Efficiency Class: A

o Grease Filtering Efficiency Class: B

e Noise min./max. Normal Level: 44/54 dB

Variant:

Design:

Operating and power:
Operating mode / operation
Power:

Environment and safety:
Comfort:

Measures:

Technical information:

e Island chimney hood

® 90 cm wide

e Appliance colour: stainless steel

e Suitable for ducted or re-circulated extraction

e For recirculated extraction recirculating kit or CleanAir recirculating
kit (accessory) needed

e Ceiling mounted hood

e Cooktop-based hood control

e (with matching cooktop)

Home Connect for connected home appliances and operation via
smartphone or tablet (only in countries where Home Connect
service is available)

e The Home Connect functionality can be extended by integrating
numerous applications from external cooperation partners
(partnerships)

e Voice Control enabled via popular voice assistants (only in
countries where this service is available)

e fully automatic hood

e touchControl for extractor speeds and light

e Electronic controls

e touchControl with 7-segment display

® 3 speeds plus 2 intensive via touchControl

e Electronic controls via touchControl with 7-segment display

e touchControl (3 speeds plus 2 intensive) with 7-segment display

e 3 speeds plus 2 intensive

e Automatic revert setting, 6 minutes

e Automatic 10 minutes after running

® Boost function

e easy to clean Innerframe

e Air quality sensor

e Light dimmer function

e softlLight

e interval function: available via Home Connect

o silence function: available via Home Connect

o Efficient BLDC-technology

® 4x1,5WLED
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e Light Intensity: 425 lux

e Colour Temperature: 3500 K

o Saturation indicator for metal and charcoal filter

e Stainless steel filter covers, dishwasher safe

o Metal grease filter, dishwasher safe

e Extraction rate according to EN 61591 o 15 cm:

e max. Normal use 445 m3/h

e Intensive 867 m3/h

e Extraction rate exhaust air according to EN 61591 max. 445 m3/h

e Maximum extraction rate exhaust air 445 m3/h according to EN
61591

e Extraction rate exhaust air according to EN 61591:

e max. normal use 445 m3/h, intensive 867 m3/h

e Dimensions recirculating with CleanAir module (HxWxD):
812-1044 x 898 x 600 mm

o Additional noise insulation

o Noise level according to EN 60704-3 und EN 60704-2-13 at max.
normal use exhaust air: 54 dB(A) re 1 pW (41 dB(A) re 20 pPa
sound pressure)

e Noise level according to EN 60704-3 und EN 60704-2-13 exhaust
air:

e Max. normal use: 54 dB(A) re 1 pW sound pressure:41 dB(A)

e Intensive: 69 dB(A) re 1 pW (56 dB(A) re 20 pyPa sound pressure)

e Diameter pipe @ 150 mm (@ 120 mm enclosed)

o with one-way flap

o Max. extraction rate: 867 m3/h

e Extraction rate in recirculation mode:

e Max. normal use: 313 m3/h

e Intensive: 391 m3/h

o Noise levels in recirculation mode:

e Max. normal use: 71 dB(A) re 1 pW (58 dB(A) re 20 pPa sound
pressure)

e Intensive: 74 dB(A) re 1 pW (61 dB(A) re 20 pPa sound pressure)

e Dimensions exhaust air (HXWxD): 744-924 x 898 x 600 mm

o Dimensions recirculating (HXWxD): 744-1044 x 898 x 600 mm

o Power rating: 166 W

e Electrical cable lenght 1.3 m

e Voltage: 220 - 240 V

* In accordance with the EU-Regulation No 65/2014
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Dimensioned drawings
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