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D65B/V1P5N0 

D65B/V1P5N0 STAINLESS STEEL 

CHI /VlNEY HOOD 

BOX DESIGN 

• Energy Efficiency Class: A (at a range of energy efficiency classes

from A++ to E) 

• Average Energy Consumption: 34.7 kWh/year

• Blower Efficiency Class: A*

• Lighting Efficiency Class: A 
• Grease Filtering Efficiency Class: B

• Noise min./max. Normal Level: 46/61 dB 

Variant: 

Design: 

Operating and power: 

Operating mode/ operation 

Power: 

Environment and safety: 

Comfort: 

Measures: 

Technical information: 

• Chimney hood 

• 60 cm wide

• Appliance colour: stainless steel 

• Suitable for ducted or re-circulated extraction 

• For recirculated extraction recirculating kit or CleanAir 

recirculating kit (accessory) needed 

• Wall mounted hood 

• EASY Installation 

• TouchControl for extractor speeds and light 

• Electronic controls

• TouchControl with 2x7-segment display 

• 3 speeds plus 2 intensive via TouchControl 

• Electronic controls via TouchControl with 2x7-segment display 

• TouchControl (3 speeds plus 2 intensive) with 2x7-segment

display 

• 3 speeds plus 2 intensive 

• Automatic revert setting, 6 minutes 

• Automatic 10 minutes after running 

• easy to clean lnnerframe

• Light dimmer function

• Softlight

• Interval operation

• Noise reduction function

• Efficient BLOC-technology

• Efficient BLOC-technology

• 2 x 1,5W LED

• Light Intensity: 276 lux

• Colour Temperature: 3500 K

• Saturation indicator for metal and charcoal filter 

• Stainless steel filter covers, dishwasher safe 

• Metal grease filter, dishwasher safe 

• Extraction rate according to EN 61591 0 15 cm: 

max. Normal use 413 m3/h

Intensive 657 m3/h 

• Extraction rate exhaust air according to EN 61591 max. 413 m3/h

• Maximum extraction rate exhaust air 413 m3/h according to EN
61591

• Extraction rate exhaust air according to EN 61591: 

max. normal use 413 m3/h, intensive 657 m3/h 

• Dimensions recirculating with CleanAir module (HxWxD): 

689 x 598 x 500 mm - mounting with outer chimney 

809-1139 x 598 x 500 mm - mounting with telescopic chimney 

• Noise level according to EN 60704-3 und EN 60704-2-13 at max.
normal use exhaust air: 61 dB(A) re 1 pW (48 dB(A) re 20 µPa

sound pressure)

• Noise level according to EN 60704-3 und EN 60704-2-13 exhaust

air: 

Max. normal use: 61 dB(A) re 1 pW sound pressure:48 dB(A) 

lntensi e: 71 dB(A) re 1 pW (58 dB(A) re 20 µPa sound pressure) 

• Diameter pipe 0 150 mm (0 120 mm enclosed) 
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